NO. 903 CORN KING YARD HYDRANT
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SPECIFY WITH ARCHED BASE *
DEPTH OF BURY

CURB STOP VALVE *

CRUSHED STONE

3/4” OR 1"
UPPLY PIPE *

3/4” 90" STREET "L" *

SOLID CONCRETE BLOCK *
SOLID CONCRETE BLOCK *

YARD HYDRANTS SHALL BE CORN KING #903 YARD HYDRANTS AS
MANUFACTURED BY JOHN C. KUPFERLE FOUNDRY CO., ST. LOUIS, MO.

YARD HYDRANTS SHALL BE SELF—DRAINING, NON—FREEZING,
COMPRESSION TYPE. INLET CONNECTION SHALL BE 3/4" IP.
OUTLET SHALL BE 3/4” GHT.

PRINCIPAL INTERIOR OPERATING PARTS SHALL BE BRASS AND
REMOVABLE FROM YARD HYDRANT FOR SERVICING WITHOUT
EXCAVATION.

YARD HYDRANTS SHALL BE SET IN 4 CUBIC FEET OF CRUSHED STONE
TO ALLOW FOR PROPER DRAINAGE. RECOMMENDATIONS OF THE AWWA
SHOULD BE FOLLOWED WHEN INSTALLING THE YARD HYDRANT.
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